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Abstract 
After th巴 investigationsin the previous report， the .authors studied the e妊ectsof various kinds 
and particle sizes of raw materials on the qualities of the highly-reduced briquettes. The results 
obtained are as follows:一
(1) It is necessary to grind the magnetic iron sand in 200 to 250 meshes. 
(2) The coking property of the coal added has slight influences on the degree of reduction. 
However， briquettes are cracked when non-coking coal is used， while they expand in barrel shapes 
and form the cavities in the product when coking coal is used. 
(3) It is desirable that the coal is ground in 100 to 150 meshes. 



























種 .'iJU I T.Fe I FeO I Fe203 I叫 IAl203 I CaO I MgO i Ti02 I S 
未磨砕砂鉄 |剛11m lc田 631l2731 1.08 
磨砕砂鉄 52.14 I 30.18 I 40.90 9.19 I 3.12 1.24 2.87 I 8.27 I 0.051 
表-2 原料砂鉄の粒度分布(%)
粒 度 区 分 (メッシュ)
種 .'iJU 42-100 2∞-2ωI 250-邸 | -325 
未磨砕砂鉄 19.0 70.0 9.0 1.0 0.4 0.6 

























48-1∞|ル 150I -150 
4.20 3.86 3.78 
42.97 42.51 39.65 
43.39 42.21 37.82 




4い 00 Iル 150I -150 
1.84 2.36 2.07 
33.54 32.01 32.29 
43.54 40.05 40.08 
21.08 25.58 25.56 
0.216 



































IS 30 4s 60 
焼成時間 (分)











































0・10~ 150 ， 
ム企ー 150
1完成時間 30分




























































































































































































































































幌肉炭 : 20 
(IOO~ISO"，')ヨシエ〉
ピ、νチ:3 













































1. 原料砂鉄は 250メッシュ程度に磨砕することが， 90%以上の高還元度のブリケットを
得るためには絶対に必要な条件である。採掘， 選鉱されたままの 100-150メッシュ程度のも
のでは他の条件が最良であっても最高到達還元度は 80%程度でかなり低い。













2) V. Ya. Miller， L. 1. Leont'ev and V. A. Utkov: Stal in English， Feb. 1961， p. 80. 
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